












37 258H180-14A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 320.00 mm (1.14 x 12.60 in)
Loaded Weight 314.00 g (10.99 oz) Total Impulse 258.00 Ns (58.05 lb/s)
Propellant Weight 150.00 g (5.25 oz) Maximum Thrust 266.10 N (59.87 lb)
Burnout Weight 156.00 g (5.46 oz) Avg Thrust 179.60 N (40.41 lb)
Delays Tested 5, 7, 9, 11, 14s, adjustable ISP 175.36 s

Burntime 1.44 s
Notes

Ben Whitfield's Arcas (photo Ray Lapanse)

Pro29-6G 258H180-14A Skidmark
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41 282H399-12A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 320.00 mm (1.14 x 12.60 in)
Loaded Weight 294.00 g (10.29 oz) Total Impulse 282.20 Ns (63.49 lb/s)
Propellant Weight 132.60 g (4.64 oz) Maximum Thrust 545.80 N (122.80 lb)
Burnout Weight 154.00 g (5.39 oz) Avg Thrust 399.30 N (89.84 lb)
Delays Tested 3, 5, 7, 9, 12 s, adjustable ISP 217.02 s

Burntime 0.71 s
Notes

Pro29-6G 282H399-12A White Thunder
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36 348I204-13A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 320.00 mm (1.14 x 12.60 in)
Loaded Weight 349.00 g (12.22 oz) Total Impulse 347.70 Ns (78.23 lb/s)
Propellant Weight 185.40 g (6.49 oz) Maximum Thrust 356.80 N (80.28 lb)
Burnout Weight 155.00 g (5.43 oz) Avg Thrust 204.20 N (45.95 lb)
Delays Tested 4, 6, 8, 10, 13s, adjustable ISP 191.26 s

Burntime 1.70 s
Notes

Pro29-6G 348I204-13A Imax
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43 381I224-15A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 365.00 mm (1.14 x 14.37 in)
Loaded Weight 370.0 g Total Impulse 381.5 Ns (85.8 lb-s)
Propellant Weight 182.5 g Maximum Thrust 454.4 N (102.1 lb)
Burnout Weight 173.3 g Avg Thrust 223.8 N (50.3 lb)
Delays Tested 6, 8, 10, 12, 15 s, adjustable ISP 213.12 s

Burntime 1.70 s
Notes

Pro29-6GXL 381I224-15A Classic
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44 305H226-14A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 365.00 mm (1.14 x 14.37 in)
Loaded Weight 360.00 g (12.60 oz) Total Impulse 305.00 Ns (68.62 lb/s)
Propellant Weight 175.00 g (6.13 oz) Maximum Thrust 362.30 N (81.52 lb)
Burnout Weight 176.00 g (6.16 oz) Avg Thrust 225.60 N (50.76 lb)
Delays Tested 5, 7, 9, 11, 14 s, adjustable ISP 150.49 s

Burntime 1.35 s
Notes

Pro29-6GXL 305H226-14A Skidmark
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45 287H340-14A

Single-Use/Reload/Hybrid Reloadable Motor Dimensions mm 29.00 x 365.00 mm (1.14 x 14.37 in)
Loaded Weight 391.00 g (13.69 oz) Total Impulse 287.30 Ns (64.64 lb/s)
Propellant Weight 206.70 g (7.23 oz) Maximum Thrust 447.50 N (100.69 lb)
Burnout Weight 181.00 g (6.34 oz) Avg Thrust 340.60 N (76.64 lb)
Delays Tested 5, 7, 9, 11, 14 s, adjustable ISP 167.38 s

Burntime 0.84 s
Notes

Representative Thrust Curve

Pro29-6GXL 287H340-14A Smoky Sam
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